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Careful construction is a part of our philosophy, 

from the initial concept based on architectural 

studies, to achieving project management 

excellence.  

 

 
 

 

 

 

Each home will have top quality floors, a LED lighting system 

especially selected to create an inviting atmosphere, cutting-edge 

temperature control, a fully equipped kitchen, bathrooms, 

carpentry and fully insulated windows with UV protection. 

 

In addition to the basic option, at Palo Alto we also offer you a 

selection of customised extras and improvements with help from 

our interior design specialists. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
¶ Cutting-edge temperature control.  

¶ Top end isolation in exterior and interior walls. 

¶ Designer windows with high energy efficiency, double glazing and 

UV protection. 

¶ Underfloor heating systems. 

¶ Flooring of the highest quality and comfort in natural stone, 

ceramic tiles and wood. 

¶ Full equipped kitchens, top brands. 

¶ Household appliances, top brands. 

¶ LED lighting. 

¶ Domotics (Home automation) 

¶ USB ports in bedrooms and kitchen. 

¶ Security: Cameras and security alarms. 

¶ Personal entry control and mobile app to control garage doors.  

¶ Central alarm and detectors. 

¶ Bathroom countertops 

¶ Pre-installations in kitchen/BBQ and showers in terraces 

(according to housing type). 

¶ Pre-installation for motorized blinds  

¶ Sound pre-installation 

 

 

Optional equipment (according to house type) 

 

¶ Steam-free ambient built-in light mirrors.  

¶ Garage recharging point  

¶ Choice of different floors and tiling. 

¶ Custom-made shoe organisers and cabinets for built-in 

wardrobes. 

¶ Barbecues. 

¶ Electric towel rails. 



BUILDING SPECIFICATIONS  Los Eucaliptos 
  
 

 
01 June 2018 ï Provisional building specifications for all housing developments of Palo Alto - The qualities and brands may vary according to the specific development and technical and market criteria, maintaining Palo 
Alto's quality standards. 

TECHNICAL AND CONSTRUCTION DATA 

 

EXTERNAL RENDERING  
 

 

The facade shall consist of a high-quality spray mortar, with a thin, 

water-repellent and white coat, MORCENSEC or similar.  

 

¶ White finishing. 

¶ Waterproof coating. 

¶ Permeable to water vapor, allowing the support to 

breathe. 
 

MORCENSEC has the highest category of French 

environmental labelling on indoor air emissions A + - 

Émissions dans láir intérieur. 
 

 

 

 

 

 

 

 

 

 

The importance of this environmental label on indoor air emissions is 

that it is granted to those building materials that contribute to a healthy 

habitat that respects the environment. 
 

 

 

 

 

PAINT 

 

 
 

 

100% Natural paint that purifies the air you breathe. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
 

 

 

 

 

 

 



BUILDING SPECIFICATIONS  Los Eucaliptos 
  
 

 
01 June 2018 ï Provisional building specifications for all housing developments of Palo Alto - The qualities and brands may vary according to the specific development and technical and market criteria, maintaining Palo 
Alto's quality standards. 

WALLS AND INSULATION 

 
In order to achieve optimal climatic comfort in all living areas, 

double external walls will be installed with a triple coat of 

projected polyurethane 9 cm foam or a system of similar quality. 

Special attention will be paid to the elimination of all the thermal 

bridges of the structure. Inside will be based on perlite (or system 

of similar quality in case of a plasterboard system). 

 

The separation between dwellings will be composed of a double 

wall with a separating chamber between both walls, with a 50mm 

thick rock wool panel (or similar quality system). This guarantees 

maximum privacy between homes. 

 

The divisions between bedrooms and living room will also be made 

with double walls with bands to ensure uncoupling and optimize 

the acoustic insulation, with insulation of 30mm thick glass wool 

panel (or similar quality system), formed by a multilayer complex 

with heavy EPDM sheet and a 20mm textile felt 20mm thick. 

 

Insulation against cold / heat with high density polyurethane foam, 

which guarantees exceptional thermal insulation (or similar quality 

system). 

 

The separation between dwellings will have a separation chamber 

and acoustic insulation of rock wool DANOFON (or similar 

quality system). This guarantees maximum privacy between 

homes. 

  

The maximum comfort in main bedrooms is ensured by separation 

with the living room with double brick wall and acoustic insulation 

DANOFON (or similar quality system). 

 

 

 

 

 

 

 

 

 

Pipes and fittings designed for the soundproof drainage of water. 

The pipes and fittings have a factory installed gasket that absorbs 

thermal expansion and contraction. The joints are made by elastic 

connector openings without the need for adhesives. The elbows 

and tees incorporate a reinforcing rib in the mouthpiece that 

increases its rigidity and protects the joint area.  
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INTERIOR COATING 
 

 

Bedroom floors in laminated natural wood. 

 

The beauty of a natural wood floor is a key benefit which choosing 

this option and it also provides:  

 

¶ Thermal isolation. Wood acts as a natural insulator, 

protecting your home from the cold and heat. 

 

¶ Comfort. Walking barefoot on a wooden floor is a real 

treat. It is a really natural material and very pleasant to the 

touchfeel. 

 

¶ Hygiene. The wooden floor does not accumulate dust 

mites or any other potentially allergenic element. 

 

¶ Durability. A well-kept wooden floor can last for many 

years. Depending on the thickness of the wooden floor, it 

will allow a variable number of sandings, a procedure that 

will leave your floor as new. 

 

 

 

 

 

 

 

 

 

 

 

 

 

In the rest of the interior dwelling, a large-scale ceramic tile 

flooring of first quality and some optional ones are proposed to fit 

the preferences of the owner. 

 

In terraces we also propose a ceramic tile flooring of a large format 

consistent with the interior, of first quality and finishing for 

exteriors. 

  

The coating of the bathrooms and toilets will be in natural stone 

of variable height according to design. 

 

The ceilings of the whole house will be constructed of plaster with 

integration of the lighting via spotlights and LED strip lighting.  

 

Concrete pavements with improved mechanical characteristics in 

garages through the application of a colourless water-based epoxy 

impregnationfor hardening, consolidation and anti-dust effects. 

 

Storage rooms and technical areas with ceramic tiles 40x40 (or 

similar quality). 
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EXTERIOR CARPENTRY 

 

With designs implemented to the finest details, the exterior 

carpentry of our homes is designed to take full advantage of 

natural light and exterior views. In windows facing the 

terrace, the window is installed from the ceiling to the floor, 

with the lower frame being elegantly integrated to the same 
level of flooring, leaving the floor without steps. 
 

The exterior carpentry will be 

made of aluminum from leading 

brands, such as Schüko or Technal, 

etc... offering greater energy 

efficiency by minimizing thermal 

transmission. It will incorporate 

high quality fittings, subjected to 

high performance cycles, with 

stainless steel screws. It will have 

watertight MDPE connectors or 

double plush, which resist the 

penetration of wind and also water 

tightness. 

 

The glass incorporates UV filters to 

prevent solar radiation, double 

glazing, both external and internal 

and a cavity filled with dehydrated 

air. On the outer side there will be 

two 4 + 4 mm glass panels. Being 

one of them Planitherm 4S, which 

will reduce by almost half the 

technical permissiveness of the 

exterior glass. 
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The terrace front railings will be laminated glass with double 

glazing, allowing maximum enjoyment of the natural environment 

and panoramic views of Palo Alto. 

 

Providing safety and luminosity, the glass railings comply with the 

Technical Building Code (CTE). 

 

In bathrooms and toilets, they will have a translucent outer layer, 

providing increased privacy. 

 

 

INTERIOR CARPENTRY  
 

The housing front doors will be armoured single hinge doors, the 

outer side will have four staves of solid teak wood or varnished 

Iroko, the inner side will be lacquered like the rest of the interior 

doors. 

 

 

The doors will have anti-noise perimeter rubber and are of 

maximun height. 

 

Interior doors will be finished in satin lacquered white paint, with 

handles and fittings of modern design and top quality, as well as 

caulking and flush leaf doors providing the property with an extra 

design and luxury. 

 

 

 

 

 

 

 

The cabinets will be custom made MDF, with hinged doors and 

automatic closing system (with optional chest of drawers and shoe 

rack) 

Optional  
 

Inside LED lighting system (optional according to housing type). 
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FURNITURE AND KITCHEN FACILITIES  
 

 

The kitchen will be furnished with lacquered fronts and matte 

finishing. Interior modules manufactured in Board Laminated, 

two-sides, with colour choices, matching ABS edges and rear 

of the same material. The countertops will be of compact 

Silestone type material or similar. 
 

¶ Clip-on hinges, stainless with automatic 

closing. 

¶ Steel pots and drawers in gray finish and 

slow-motion braking function in closing. 

Equipped with colored interior mats of 

choice. 

¶ The wall cabinets are installed with large 

concealed hangers with large load 

capacity (65kg). 

¶ Kitchen cabinets opening mechanism 

with stay open retention system. 

¶ Plain aluminum skirting. 

¶ Ironwork opening on doors by a Gola 

system. 

¶ Optimized distribution of each housing.  

 

Accessories: 
¶ Cutlery tray in multilayer wood with 

knife compartment. 

¶ Internal waste bin. 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 


